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Presence impuise configuration Blanking switch (51+52) e MASTER operator SLAVE operator
NC/NO™ Presence detect Master Blanking switch ($3+S4)
Presence detect Slave
Sensor type Remove jumper when Remove jumper when
OPD / MAT Blanking LED connecting sensor connecting sensor
Blanking switch will prevent i%i%%i% TB4 Blanking switch will prevent iﬁ%%i TB5
detection of wall. (EXB) detection of wall. (EXB)
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Presence detect Slave g T S
Presence impulse Master Presence detect Master Presence impulse Slave
%) When selecting NO, remove jumpers for L
both presence impulse Master and Slave 4SAFE ASAFE
Slave sensor =\ Slave sensor =\
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Disconnected Disconnected
Presence impulse Presence detect
APPROACH SIDE SWING SIDE —
Monitoring
SWING SIDE . o
‘ ‘ *) Remove jumper “Sensor monitoring” on CSDB to enable
% ]§ sensor test.
\ . Slave sensor is connected to Master sensor via enclosed
1/ /.7 SN \\I11/7 N \\| cable.
Slave sensor \ / Slave sensor Presence impulse must be configured NC.
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" Presence sensor 4SAFE
MASTER operator 10mm (112"  S|LAVE operator
CSDB & EXB T ——
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Connection drawing
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